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SYSTEM FOR DIRECTLY SENSING THE 
ORIENTATION OF A TRACK BALL 
BACKGROUND OF THE INVENTION 
1. Field of the Invention 
The present invention relates to a track ball device and, 
more particularly, to an electroStatic Sensing Scheme and 
circuit for directly Sensing orientation of a track ball. 
2. Description of the Related Art 
A track ball, like a mouse or joy Stick, controls the 
position of a cursor on a computer Screen. The track ball unit 
stays in one place, and the ball is manually rotated for 
positioning the cursor. 
A typical track ball unit is described in U.S. Pat. No. 
5,248,961 and consists of a ball rotatably arranged in a case. 
A portion of the ball protrudes from an opening in the top of 
the case. An X-axis driven roller and a y-axis driven roller are 
arranged in the case at right angles to each other and are 
frictionally coupled with the ball. Rotary encoders are 
affixed to the shafts of the rollers. As the ball is rotated, the 
X-axis and y-axis rollers and corresponding encoders are 
driven in accordance with the components of rotation in the 
X and y directions. Typically, the rotary encoders are optical 
encoders including a light Shielding plate and light emitting 
and receiving elements. The light Shielding plate consists of 
a plate having a predetermined pattern of Slits and is 
mounted on the Shaft of each of the X-axis and y-axis driven 
rollers. A light emitting element and a light receiving ele 
ment are disposed opposite each other acroSS each of the 
light shielding plates. Alternative arrangements include the 
use of magnetic type encoderS or mechanical type encoders 
in place of the optical encoderS. 
One disadvantage of these typical track ball units is that 
they require many mechanical parts including moving parts, 
flexing parts, friction rollers, etc. Accordingly, there are 
many parts that tend to foul, wear out or break. 
Sun MicroSystems Computer Corp. manufactures a 
direct-Sensing optical mouse with no moving parts except 
for the mouse body itself. For example, see U.S. Pat. Nos. 
4,364,035 and 4,546,347. The mouse body rides over a 
reflective pad with a cross-hatch pattern printed on it. A 
disadvantage of this System is that it fails when the mouse 
body is turned askew to the cross-hatch pattern or the 
reflective pads gets Scratched or dirty. 
In addition, the power requirements for commercially 
available optical Sources and detectors limits the use of 
optical Sensors in a battery operated track ball device. 
U.S. Pat. No. 5,049,824 relates to a phase discrimination 
type electrostatic capacity detector for use as a displacement 
detector and a length measuring device. A first electrode 
plate has transmitting electrode elements and a receiving 
electrode oriented parallel to the transmitting electrodes. A 
Second electrode plate has a plurality of coupling electrodes 
and a plurality of earth electrodes disposed alternately 
there with. The first electrode plate is mounted on a Station 
ary body of a dial gauge type length measuring instrument. 
The Second electrode plate is mounted on a movable sliding 
member. By applying an electric Signal to respective trans 
mitting electrodes, the amount of displacement of the sliding 
member with respect to the Stationary body can be detected. 
However, although Such a device is useful for determining 
displacement in a linear one-dimensional direction, it is not 
particularly useful in a device that must measure displace 
ment in a two dimensional plane or Surface. 
Accordingly, there is a need to overcome the above-noted 
problems associated with the prior art. 
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SUMMARY OF THE INVENTION 
An embodiment of the present invention provides a track 
ball device having two mechanical parts, plus Supporting 
electronic circuitry. The only moving part is the ball. A 
Socket in which the ball rides, includes a low friction bearing 
Surface and a pattern of conductive features forming an 
electroStatic motion Sensing Scheme. The ball, also having a 
pattern of conductive features, rides in the Socket. Orienta 
tion of the ball, and therefore its motion, can be detected 
from changes in registration of the ball's pattern with respect 
to the Socket's pattern. Since electroStatic Sensing is used to 
determine orientation of the ball, the power requirements are 
relatively small. The device can therefore be used as a 
battery operated track ball device. 
Accordingly, the present invention consists of a track ball 
device including a ball having a pattern of first conductive 
elements and a Socket into which the ball rotatably sits, the 
Socket having a pattern of Second conductive elements. The 
present invention also relates to a Sensing array System for 
determining relative motion. The System includes a first 
Substrate having a plurality of interstitially arranged elec 
trodes provided thereon. A Second Substrate has a plurality 
of transfer electrodes provided thereon. The first and second 
substrates are movable relative to each other. The plurality 
of interstitially arranged electrodes Selectively operate alter 
natively as driving electrodes for providing a plurality of 
Signals to the Sensing array or as collecting electrodes for 
collecting Signals capacitively transferred by the transfer 
electrodes from the driving electrodes. 
BRIEF DESCRIPTION OF THE DRAWINGS 
So that one skilled in the art to which the subject invention 
appertains will better understand how to practice the present 
invention, preferred embodiments of the invention will be 
described in detail below with reference to the drawings 
wherein: 
FIGS. 1A and 1B are diagrams illustrating the electro 
Static Sensing principle; 
FIG. 2A is an illustration of a track ball having a circular 
shaped conductive pattern according to an embodiment of 
the present invention and FIG. 2B is a pentagonal shaped 
conductive pattern according to another embodiment of the 
present invention; 
FIG. 3 is an illustration of a track ball socket having a 
conductive pattern according to an embodiment of the 
present invention; 
FIG. 4 is a projected plan View of an electrode Sensing 
pattern provided in a Socket according to an embodiment of 
the present invention; 
FIG. 5 is a block diagram of electronic circuitry for 
implementing the electroStatic Sensing array according to an 
embodiment of the present invention; 
FIG. 6 is a Schematic diagram of a multiplexer/ 
demultiplexer circuit according to an embodiment of the 
present invention; 
FIG. 7 is a strong Sector peak detecting track and hold 
circuit according to an embodiment of the present invention; 
FIG. 8 is a block diagram of a fast clock state machine 
Signal generator according to an embodiment of the present 
invention; 
FIG. 9 is a block diagram of a phase locked loop fre 
quency translator according to an embodiment of the present 
invention; 
FIGS. 10A-10B are flow charts of a control procedure 
according to an embodiment of the present invention; and 
5,920,307 
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FIG. 11 is a plan view of a direct-Sensing mouse and pad 
arrangement according to an embodiment of the present 
invention. 
DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 
Referring now in Specific detail to the drawings, in which 
like reference numbers identify similar or identical 
elements, the electroStatic Sensing principle used in the 
present invention can be conceptualized by reference to FIG. 
1. As shown in FIG. 1A, electrodes 1 and 2 are driven by 
Signal generators 3 and 4, respectively, with electric Signals 
V and V having the same amplitude but different phases. 
A signal collected by electrode 6 is, by Kirchoff's laws, a 
weighted average of the relative capacitances between elec 
trode 6 and each of electrodes 1 and 2. The collected signal 
is proportional to the relative area of overlap A and A of 
electrode 6 to each of electrodes 1 and 2. Electrode 6 acts as 
a free floating transfer electrode, capacitively transferring 
the collected Signal to collection electrode 5. If the Signals 
Supplied by Signal generators 3 and 4 are sinusoids having 
the same frequency but differing in phase, as transfer elec 
trode 6 is moved relative to electrodes 1 and 2 (as shown by 
arrows), the phase of the collected signal Vo will be con 
tinuously variable and proportional to the relative position of 
transfer electrode 6 with respect to electrodes 1 and 2, as 
depicted in FIG. 1B. Electrodes 1 and 2 are referred to as 
“driving electrodes”, electrode 6 is referred to as a “transfer 
electrode' and electrode 5 is referred to as a “collection 
electrode'. 
The electrostatic Sensing Scheme allows relative motion 
between transfer electrode 6 and driving electrodes 1 and 2 
to be resolved without any electrical connection to transfer 
electrode 6. Accordingly, transfer electrode 6 can be pro 
Vided on a freely movable object, Such as a track ball. 
Driving electrodes 1 and 2 and collection electrode 5 can 
then be provided in a socket into which the track ball sits. By 
providing a periodic pattern of transfer electrodes on the 
Surface of the ball and by providing properly arranged 
Segments or Strings of driving and collecting electrodes in a 
finite Sensing array in the Socket, relative motion of the ball 
can be ascertained. 
Many considerations are involved in determining appro 
priate shape, Size and layout of the electrode pattern for both 
the ball and the Socket. One very important consideration is 
to design a transfer electrode pattern for the ball Surface and 
a Sensing array pattern for the Socket that are tolerant of 
changes in orientation of the ball within the socket. The ball 
must be allowed to rotate freely within the socket while 
maintaining Sensitivity over any possible pattern registra 
tion. It is also preferable that the Socket and Sensing array 
each be of a simple, Singular construction, to Simplify 
manufacture and dependability. Accordingly, to Still allow 
the ball to be set into the socket, the ball preferably should 
not be more than half enclosed by the Socket. The Sensing 
array provided on the Socket should be capable of maintain 
ing Sensitivity while having access to only half of the ball's 
Surface at any given time, without any dead Zones. To 
maintain Sensitivity to movement at all times, at least one 
transfer electrode (also referred to as a “spot”) on the ball 
must lie within the Sensing array provided on the Socket, at 
all times. 
Noise considerations also play an important role in deter 
mining the design of the electrode patterns on both the ball 
and the Socket. Regarding the Sensing array pattern on the 
Surface of the Socket, electric flux linkage may cause cou 
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pling of a drive signal directly from the drive electrodes onto 
the collection electrodes, thus overwhelming the collected 
Signal having the desired phase information. One Solution 
for reducing the amount of direct Signal coupling is to embed 
the Sensing array in a grounded shielding mesh. Any remain 
ing residual coupling of the drive signal can be reduced or 
removed by proper electrical balancing of the Sensing array 
and by using Specific detector circuitry which will be 
discussed in more detail below. 
Since the device will be used in an electrically hostile 
environment caused by Video displays for example, to avoid 
coupling noise from the user's hand which is in contact with 
the ball onto the transfer electrodes provided on the ball, the 
transfer electrodes should preferably be galvanically iso 
lated from each other. This also minimizes radiation of EMI 
caused by the excitation signal and helps Signal transfer 
efficiency. 
A preferred embodiment of the present invention will now 
be described with reference to FIGS. 2A, 2B and 3. A track 
ball according to a preferred embodiment of the present 
invention is shown in FIG. 2A. The track ball consists of a 
spherical ball 20 including transfer electrode spots 21. Each 
transfer electrode spot 21 has a circular shape having Spikes 
or spokes 22 extending therefrom. 
A Socket member in which the track ball sits, according to 
a preferred embodiment of the present invention, is depicted 
in FIG. 3. The Socket member consists of a Substrate 30 
having a hemispherical hollow portion 31. Strings of inter 
stitially arranged electrodes 41A-41D and 42A-42D are 
provided on the Surface of the Socket to form a Sensing array. 
Each String of electrodes includes a Series of electrode pads 
49. The socket includes a low friction bearing surface on 
which the track ball rides. The bearing surface maintains a 
distance of approximately 0.002" between the transfer elec 
trodes on the Surface of the ball and the Sensing array 
provided on the Surface of the Socket. 
Referring to FIG. 2A, the diameter of each transfer 
electrode spot 21 Should be broad enough to span the gap on 
either side of any driven string of electrodes. To avoid 
noncontinuous Sensitivity to motion, the size of the transfer 
electrode spot should be chosen So that the leading edge of 
the transfer electrode spot begins to overlap the next elec 
trode String and couple its signal just as the trailing edge of 
the transfer electrode spot clears the electrode String it is 
exiting. Transfer electrode spots having a diameter that just 
bridges acroSS two, three or four electrode Strings are 
optimal for this purpose, with the diameter that bridges three 
Strings yielding strongest coupling. 
Since the transfer electrode Spot's cross-section at the 
edge entering a String of electrodes changes as the transfer 
electrode spot progresses, the phase verSuS traverse may be 
Somewhat jerky. Spokes 22 are provided along the circum 
ference of the transfer electrode spot to “blur” the edges of 
the transfer electrode spot and approximate a gradual onset 
of density of its edges. This will smooth out the phase versus 
traVerSe to SOme eXtent. 
Dashed lines a-c in FIG. 2A show that connecting the 
center of each of the transfer electrode Spots 21 yields an 
equi-angular triad. The equi-angular triads appear between 
any transfer electrode spot 21 and two neighboring transfer 
electrode spots. The distance between each electrode and its 
neighboring electrodes is therefore the same. 
The transfer electrode spots can be provided on the ball in 
any Suitable polyhedral Symmetry. According to a preferred 
embodiment of the present invention, the ball 20 has a 1" 
diameter and twelve transfer electrode spots (at least por 
5,920,307 
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tions of seven of which are showing in FIG. 2A) provided 
in face-centered dodecahedral Symmetry, thereon. 
Other shaped transfer electrode spots may also be used, 
Such as the pentagonal Star shaped transfer electrode spot 
depicted in FIG. 2B. Optimally, the pentagonal Star shaped 
transfer electrode spots should be arranged on the Surface of 
the ball with the longest spokes pointing toward one another. 
A preferred embodiment of the Sensing array pattern 
provided on the socket will be described in more detail by 
reference to FIG. 4, which is a plan view of the sensing 
array. AS depicted in FIG. 4, the electrode Strings are 
arranged in two groups of four, with electrode Strings 
41A-41D being arranged in the horizontal direction and 
electrode StringS 42A-42D being arranged in the vertical 
direction. Signals to and from the two groups of electrode 
Strings can be multiplexed So that each group of electrode 
Strings can Selectively operate alternatively as driving elec 
trodes or as collecting electrodes. This allows the collecting 
electrodes to be interstitially placed among the driving 
electrodes without the need for Separate collecting and 
driving electrodes in each the horizontal and Vertical direc 
tions. 
Each String of electrodes consists of a String of intercon 
nected electrode pads 49. (The pads of strings 42A-42D are 
interconnected on the reverse Side of the Substrate as indi 
cated by the dashed lines.) According to this embodiment of 
the present invention, each String of electrodes consists of 
five electrode pads 49. Although the number of electrode 
Strings or pads can be varied, the total number of pads and 
Strings should be kept to a minimum So that the array of 
electrodes can be realizable within the confines of existing 
three-dimensional printed wiring technology. An inter 
electrode shielding mesh formed by ground plane 48 is 
provided to help minimize coupling of the drive signals 
directly onto the collection electrodes. 
The Sensing array must be Sensitive to motion in both the 
horizontal and Vertical directions, So that movement of the 
cursor in any direction can be provided. AS depicted in FIG. 
4, horizontal electrode Strings 41A-41D are operating as 
driving electrodes and vertical electrode strings 42A-42D 
are operating as collecting electrodes. Each electrode String 
41A-41D is driven with a signal 43 A-43D, respectively, 
having the same amplitude, but a different phase. AS a 
transfer electrode spot (provided on the ball) moves in the 
Vertical direction, the Signal on at least one of the Strings of 
driving electrodes 41A-41D will be coupled through the 
transfer electrode Spot to at least one of the Strings of 
collection electrodes 42A-42D. The phase of the coupled 
Signal will vary depending on the position of the transfer 
electrode spot with respect to the driving electrodes (i.e., 
depending on which phase signals are being coupled). The 
arrangement depicted in FIG. 4 thus has Sensitivity to 
motion in the vertical direction. On the other hand, if the 
four phase signals 43A-43D are supplied to vertical elec 
trode StringS 42A-42D and horizontal electrode Strings 
41A-41D are used as the collection electrodes, sensitivity to 
motion in the horizontal direction can be achieved. 
Since digital technology will be used to implement the 
preferred embodiment of the present invention, it is neces 
Sary to consider what affects the harmonics in Square wave 
Signals used by the drive circuitry may have on the Sensing 
circuitry. AS discussed above, although placing the elec 
trodes in a grounded Shielding mesh will help minimize 
coupling of the drive Signals directly onto the collection 
electrodes, there will Still be residual coupling. By providing 
the proper number of Signals to the driven electrodes, the 
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affects of the harmonics in the Square wave Signals can be 
minimized. For example, Square wave Signals are rich in odd 
harmonics. If three phases of Square wave signals were used 
to drive the driving electrodes, the residual coupling would 
yield a residual signal having a large 3f component, with 
only the fundamental and Some of the harmonics cancelling. 
Theoretically, if an even number of phases of Square wave 
Signals were used, all odd harmonics would cancel. 
It should be noted that the internal coupling capacitances 
of the electrodes within the Sensing array will vary depend 
ing on the location and size of the electrodes within the 
array. Accordingly, to maximize cancellation of odd 
harmonics, the Sensing array must be properly balanced. To 
balance the array, the Size of the electrode pads and the 
spacings between them should be selected So that the net 
coupling onto the collection electrodes will be Zero when the 
four phase signals are applied to the driving electrodes 
without a transfer electrode present. 
Although various even numbers of phases and phase 
Spacings will do, to minimize Space and power 
requirements, the preferred embodiment includes four 
phases equally spaced 90° apart. Providing four equally 
Spaced phases totalling 360 degrees ensures phase closure 
and provides “hand-off from one transfer electrode spot to 
another. 
It should also be noted that any asymmetry in the Square 
wave signals will yield a number of even harmonics. The 
even harmonics can be removed using the proper detection 
circuitry, to be discussed below. 
If collection electrodes 42A-42D were all connected 
together, there is a possibility that dead Zones may exist in 
the array, in which the net Signal transferred and collected is 
Zero due to cancellation. For example, when a triad of 
transfer electrode spots depicted as dotted circles 51-53, 
enter the position shown in FIG.4, transfer electrode spot 51 
will couple a signal that is 180° out of phase with the signals 
coupled by transfer electrode spots 52 and 53, thus canceling 
all transferred signal and leaving a dead Zone. This problem 
can be Solved by Separating the collecting electrodes into 
two Sectors A and B, as shown. 
Sampling each Sector to determine which Sector has the 
Stronger Signal ensures uninterrupted information about the 
ball's motion. Accordingly, the electronic circuitry neces 
Sary for implementing the present invention must be capable 
of tracking the position of the spots in Sectors A and B 
whenever the Signals are available, So that when the Signal 
in one Sector wanes, the System will look to the other Sector. 
By considering the Sector with the Stronger Signal, valid 
information regarding the motion of the ball will always be 
available. 
The electronic circuitry necessary for implementing the 
track ball Sensing Scheme according to an embodiment of 
the present invention will now be described with reference 
to FIGS. 5–10. FIG. 5 is a block diagram of a preferred 
embodiment of the electronic circuitry for implementing the 
electroStatic direct Sensing track ball of the present inven 
tion. 
Signal Source 64 generates four equal amplitude, equally 
spaced phase excitation signals PHASE -90, PHASE 0, 
PHASE 90° and PHASE 180°. The four phase excitation 
Signals are applied to multiplexer/demultiplexer 62. Mux/ 
demux 62, at the proper time, Selectively Steers the excita 
tion signals from Signal Source 64 to either the horizontal 
rows or the Vertical rows of Strings of electrode pads in 
Sensing array 54. MuX/demux 62, at the proper time, also 
Selectively Steers the collected Signal from Sector A or B of 
5,920,307 
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either the horizontal row or the vertical row of strings of 
electrode pads in Sensing array 54 to mixer 63. 
Mixer 63 is a doubly balanced mixer that down-converts 
the high frequency collected Signal Sigcol and outputs a 
lower frequency Signal Phsig using local oscillator Signals 
LO1 and LO2. Signal Phsig actually consists of the sum and 
difference frequencies of the local oscillator frequency and 
the collected Signal frequency. The output of mixer 63 is 
delivered to amplifying filter 56 which rejects the higher 
frequency component (e.g., the Sum frequency) and outputs 
the desired low frequency component Lphsig (e.g., the 
difference frequency) to Schmitt trigger 60 and strong Sector 
detector 57. 
Strong Sector detector 57 Samples the Signals from each of 
the two Sectors and outputs an indication Ssect of which 
Sector has the Stronger Signal. Schmitt trigger 60 uses 
hysteresis to eliminate false Switching and outputs a signal 
Csig. Phase counter 61 measures the phase difference 
between phase reference Signal Pref and collected Signal 
Csig and provides an eight bit output Phcnt to controller 59 
indicating the phase difference. 
Click buttons 58 perform the same functions typical of the 
click buttons on a track ball. Controller 59 intermittently 
polls click buttons 58 to determine if one has been selected. 
Controller processor 59 functions as a system controller, 
data processor and a computer interface, performing a Series 
of Sequences, reading in measurement data and calculating 
cursor command information. 
Embodiments of the circuitry necessary for implementing 
several of the blocks in FIG. 5 will now be described in more 
detail. 
Mux/demux 62 selectively steers the four phase excitation 
Signals to the appropriate Strings of driving electrode pads 
and also Steers the collected Signals from the appropriate 
Strings of collection electrode pads to mixer 63. A detailed 
description of mux/demux 62 will be provided by reference 
to FIG. 6. 
As described above and below for clarity of presentation, 
Sensing array 54 is shown with 16 input/output lines. 
However, it should be noted that since the principle of the 
present invention is based on Voltage potentials with negli 
gible currents, it is possible to implement the present inven 
tion with only 8 lines interconnected between Mux/demux 
62 and sensing array 54. For example, for each of the four 
Strings of horizontal electrode pads, the same node could be 
connected to the multiplexercircuitry and the demultiplexer 
circuitry. The same can be done for the four Strings of 
Vertical electrode pads. 
The Signals to and from the Sensing array input/output 
lines are Selectively coupled through a set of tee Switches to 
Signal Source 64 or mixer 63 depending on the direction of 
Sensitivity (i.e., horizontal or vertical). For clarity purposes, 
only one set of tee Switches are shown for each the hori 
Zontal and Vertical Strings of electrode pads. However, it 
should be noted that each String of electrode pads includes 
a similar set of tee Switches. As shown in FIG. 6, mux/ 
demux 62 consists essentially of a multiplexercircuit MUX 
and a demultiplexer circuit DEMUX. 
Controller processor 59 controls the direction of sensitiv 
ity by Selecting or deselecting the groups oftee Switches. For 
example, when a measurement for the vertical direction of 
sensitivity is to be made, controller 59 sets the Sely signal 
which selects Switches 43 and 45, and opens Switch 44, to 
Steer the four phase excitation Signals from the Signal Source 
64 to the horizontal Strings of electrode pads of Sensing array 
54. The controller also sets signal ColxA, which steers the 
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collected Signal from Sector A of the Vertical Strings of 
electrode pads to mixer 63. After the column X, Sector A 
measurement is made, controller 59 sets signal ColxB, to 
Steer the collected Signal from Sector B of the vertical Strings 
of electrode pads to mixer 63. After the column x, sector B 
measurement is made, the measurements are made in Similar 
fashion for the horizontal direction of sensitivity. 
The input to mixer 63 is Sensitive to Signals having very 
Small amplitudes. However, after the Strings of electrode 
pads have been driven with the Square wave excitation 
Signals, the electrodes will capacitively hold a relatively 
large Voltage. If these charged electrodes where immediately 
Switched to collection electrodes and input to mixer 63, the 
capacitive charge would overwhelm and possibly damage 
the input to mixer 63. Accordingly, muX/demux 62 also 
includes precharging circuitry for precharging the collection 
electrodes to an appropriate Voltage prior to Signal collec 
tion. Prior to Switching from driving electrodes to collection 
electrodes, controller 59 issues a ChgX or Chgy signal So that 
the collection electrode Strings can quickly be brought down 
to a Suitable Voltage Vchg, thus preventing damage to the 
input to mixer 63. 
Because of the Small coupling capacitances of the Sensing 
array, a high frequency is desirable for the four phase 
excitation Signals. However a lower frequency signal allows 
gain to be much more easily attained and also easeS pro 
cessing and aids in power conservation. Accordingly, mixer 
63, in combination with amplifying low pass filter 56 is used 
for down-converting the collected Signal Sigcol to a more 
convenient lower frequency Signal Lphsig. Mixer 63 can 
consist of a Gilbert four quadrant multiplier, for example. 
AS discussed above, any asymmetry in the excitation 
Signal waveforms causes even harmonics which will not be 
cancelled even by proper balancing of the Sensing array. 
Therefore, a complementary pair of local oscillator Signals, 
LO1 and LO2 are used to drive doubly balanced mixer 63 to 
cancel any residual even harmonics. However, to effectively 
cancel the residual even harmonics in the mixer, the two 
local oscillator Signals LO1 and LO2 must contain the 
fundamental in differential mode and all even harmonics in 
common mode. Simply inverting the Signal will not achieve 
this but will, instead, invert all components of the waveform. 
Therefore, the complementary waveform must be generated 
by time shifting the original signal 180. Generating each of 
the two local oscillator Signals in Similar parallel or Sym 
metrically arranged paths will achieve this, imparting a 180 
phase shift to the fundamental while retaining all even 
harmonics in phase. The even harmonicS will then appear to 
mixer 63 as common mode, thus rendering it insensitive to 
them. 
The output of mixer 63 is input to amplifying filter 56 
which consists of a low pass filter and an amplifier. Ampli 
fying filter 56 passes and amplifies the low frequency 
component of the signal Phsig output from mixer 63 (e.g., 
the difference frequency). The signal Lphsig output by 
amplifying filter 56 carries the desired phase information. 
The output of amplifying filter 56 is then input to Schmitt 
trigger 60 which uses hysterisis to prevent false Switching of 
the signal. The output of amplifying filter 56 is also input to 
strong sector detector 57. 
AS discussed above, the collection electrodes in the Sens 
ing array are divided into two Sectors to prevent “dead 
Zones'. Accordingly, the System must be capable of deter 
mining which of the two Sectors in each the horizontal and 
Vertical directions contains the Stronger Signal. By design of 
the electrode patterns provided on the ball and Socket, there 
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will always be a signal from at least one Sector of the array. 
If a Signal is received from only one of the Sectors, that 
Signal is considered valid and is used to determine phase 
differential. However, if both Sectors contain Signals, to 
extract valid data from the Signals, the System must choose 
the Sector with the Stronger Signal. Strong Sector detector 57 
is used for performing this function. 
According to an embodiment of the present invention as 
shown in FIG. 7, strong sector detector 57 can consist of two 
peak detecting, track-and-hold Sampler circuits followed by 
a differential comparator. The first Sampler circuit Samples 
the peak signal from Sector A, and Stores the Sample in 
capacitor 65. The Second Sampler circuit Samples the peak 
Signal from Sector B, and Stores that Sample in capacitor 66. 
The two Stored signals are then compared by differential 
comparator 69. The output of the differential comparator 
Ssect is then read and stored by controller 59. The signal 
Ssect output from strong sector detector 57 indicates which 
of the two sectors is strongest. Strong sector detector 57 
alternately makes this comparison of each of the two Sectors 
for both the horizontal and vertical directions of sensitivity. 
Controller 59 returns a signal Sthist to strong sector 
detector 57 as hysteresis, to prevent dithering when the 
Signal Strengths from the two Sectors are nearly equal. Signal 
Sthist consists of information indicating which of the two 
Sectors contained the Stronger Signal during the previous 
measurement. Buffers 67 and 68 prevent capacitors 65 and 
66 from discharging too quickly. 
The phase of the collected Signal from the Sensing array 
represents the relative position within the Sensing array of a 
transfer electrode spot on the ball. To determine the phase of 
the collected Signal, the Signal Csig output from Schmitt 
trigger 60 and containing the phase information, is com 
pared with the phase of Stationary reference Signal Pref, 
which has the Same frequency as Signal Csig. The phase 
difference between the two signals can be determined and 
digitized by counting the number of higher frequency clock 
pulses Clk for the interval between Zero crossings of the 
reference Signal Pref and the collected Signal Csig. 
Phase counter 61 performs the function of counting the 
time interval between the respective Zero crossings and 
sends an 8-bit value Phcnt to controller 59 indicating the 
phase difference. Phase counter 61 can include, for example, 
digital logic circuitry forming a start-Stop flip-flop Such as 
that disclosed in U.S. Pat. No. 4,607,173 to Knoedl, Jr., 
incorporated herein by reference, that initially enables an 
eight bit counter to Start counting high frequency clock 
pulses (Clk) upon a rising edge of phase reference signal 
Pref and disables and stops the eight bit counter from 
counting upon a Subsequent rising edge of the Signal Csig. 
The start-stop flip-flop arrangement also allows controller 59 
to enable and disable the counter from restarting, using 
signal Enable. The 8-bit count Phcnt from phase counter 61, 
a measure of the difference in time between the respective 
rising edges, is read by controller 59 which interprets the 
count as a measure of the difference in phase between the 
two signals Pref and Csig. 
By comparing the value of the read 8-bit count with the 
value of the 8-bit count from the previous measurement for 
the same Sector, processor 59 can determine relative move 
ment of the track ball. The processor can then format an 
appropriate command for moving the cursor on the Video 
display Screen in the proper direction. 
Signal Source 64 generates a set of Signals to drive the 
Sensing array, including four equal amplitude, equally 
spaced phase signals PHASE -90, PHASE 0, PHASE 90° 
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and PHASE 180, representing one revolution of electrical 
phase. Signal Source 64 also provides detector Synchroniz 
ing signals LO1 and LO2 for doubly balanced mixer 63, 
phase reference Signal Pref and high frequency clock signal 
Clk for phase counter 61. Signal source 64 can be imple 
mented in any number of ways. However, the Signals that 
must be generated are constrained by certain limitations. For 
example, the frequency of Signals LO1 and LO2 must equal 
the frequency of the four phase Signals plus or minus the 
frequency of the Signal Lphsig output from amplifying filter 
56. In addition, the frequency of the collected Signal Csig, 
must be the Same as the frequency of the phase reference 
Signal Prefand, to ensure closure of the phase measurement, 
the modulus of the phase counter 61 must equal the ratio of 
the frequency of clock signal Clk divided by the frequency 
of the phase reference signal Pref. In the preferred embodi 
ment this modulus equals 2', where n equals the number of 
Stages of phase counter 61. According to this embodiment of 
the present invention, n=8. 
A System requirement is to transmit 40 vector motion 
measurements per Second with a resolution of about one part 
in 1024. There are four sectors (2 horizontal and 2 vertical) 
in which to make Scaler, differential position measurements. 
Allowing for Settling time between measurements, this 
requires about ten cycles of the Signal Csig. Accordingly, the 
frequency of Signal Csig must approximately equal at least 
400 Hz. As noted above, the phase reference signal Pref, 
which is used to measure the phase of the collected Signal 
Csig, must have the same frequency as Csig. Therefore, the 
frequency of Pref is also 400 Hz. The phase resolution 
needed to achieve a transfer electrode spot position resolu 
tion of one part in 1024 per revolution of the ball, need be 
about one part in 200. An 8-stage counter used for phase 
counter 61 can count to 2=256, which is sufficient and 
convenient. Since the 8-stage counter must be able to count 
to 256 at least 400 times per second, the frequency of the 
counting clock Clk must be about 100 KHZ, which is also a 
convenient frequency for each of the four phase excitation 
Signals. The following is a description of Several ways in 
which Signal Source 64 can be implemented. 
A first embodiment for generating the required signals 
consists of a fast clock State machine signal generator as 
shown in FIG.8. High frequency source clock Hfclk having 
a frequency f, is divided by 2" by divider 71 to yield a pair 
of Signals Phgen1 and Phgen2 having frequencies f/2" and 
f/2", respectively. Divider 71 can be, for example, a free 
running n-stage, binary counter, with n being the number of 
bits output by phase counter 61. The four phase signals are 
then derived from the Phgen signals by phase separator 72. 
The four phase signals required for exciting the Sensing 
array may be derived, for example, either through combi 
national logic or by counting in reflected Gray code. High 
frequency source clock Hfclk is also divided by 2-1 by 
divider 73 to yield a complementary pair of signals LO1 and 
LO2 having a frequency f/(2-1). These signals are input to 
mixer 63 which outputs a signal including Sum and differ 
ence frequencies. The desired difference frequency Signal 
output from mixer 63 will have a frequency f/2"(2"-1). The 
phase reference signal Pref can be derived by further divid 
ing the LO1 Signal by 2" again to yield a signal having a 
frequency f/2"(2'-1) which is the same frequency as col 
lected Signal Csig. Clock signal Clk preferably has the same 
frequency as the local oscillator Signals and can therefore be 
provided, as shown. 
Another method for deriving the required clock Signals is 
depicted in FIG. 9, and consists of a phase locked loop 
frequency translator. 
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Master Oscillator 81 generates and outputs the four phase 
signals PHASE -90, PHASE 0°, PHASE 90° and PHASE 
180, as well as clock signal Clk, all having a frequency f. 
Master oscillator 81 can be implemented in many different 
ways. For example, the Signals can be generated using a 
quadrature oscillator or by digital State machines. Clock 
signal Clk is input to counter 82 which divides the frequency 
of Signal Clk by 2" to produce Signal f. Signal f, will have 
a frequency f/2". Signal f, can be used for phase reference 
signal Pref. Voltage controlled oscillator 85 generates and 
outputs the local oscillator Signal LO1. Local oscillator 
signal LO1 is input to counter 84 which divides the fre 
quency of Signal LO1 by 2"+1 to produce a Second Signal 
f". Signal f, will have a frequency f/2'+1. 
Voltage controlled oscillator 85, counter 84 and phase 
detector 83 form a phase locked loop. Signals f and f' are 
connected to phase detector 83 which, through phase locked 
loop action, forces f" to equal f. Hence the LO1 signal will 
have a frequency fo=f(2"+1). 
It can be shown that f=f(2'+1)=f2'+f. Since f= 
f2., f=f-f which is the desired frequency relationship 
for the local oscillator and excitation frequencies. The output 
of mixer 63 is then the sum and difference of input frequen 
cies f and f. That is, Signal Phsig will have a Sum 
frequency component 2f+f, and a difference frequency 
component f. 
Other methods of generating the required signals include 
the use of a single Sideband frequency translator Such as that 
suggested by Donald E. Norgaard, “The Phase-Shift Method 
of Single-Sideband Signal Generation,” Proceedings of the 
IRE, December 1956, pp 1718–1735, as well the discrete 
phase modulation technique System employed by Mitutoyo 
Corp. in its digital caliper devices. 
Controller 59 controls the entire measurement system. 
Controller 59 generates measurement control Signals, reads 
in measurement data, calculates cursor command informa 
tion and transferS the information to the connected host 
computer, typically a P.C., over an RS-232 bus interface. 
The control sequence performed by controller 59 will now 
be described with reference to the flow chart depicted in 
FIGS. 10A-10B, the block diagram depicted in FIG. 5 and 
the circuitry depicted in FIGS. 6 and 7. 
In Step S1, the controller issues a signal Sely to enable the 
four phase excitation signals PHASE -90, PHASE 0, 
PHASE 90 and PHASE 180° to be connected to the 
horizontal Strings of electrode pads in the Sensing array (See 
FIG. 6). 
In Step S2, the controller issues a precharge Signal ChgX 
to precharge the Vertical Strings of electrode pads in the 
Sensing array to the Voltage Vchg. 
In Step S3, the Strong Sector history Signal Sthist is sent by 
controller 59 to strong sector detector 57 as hysteresis to 
prevent dithering. 
In Step S4, phase counter 61 is reset to Zero by issuance 
of a clear Signal Clr and the track and hold capacitors 65 and 
66 in strong sector detector 57 are discharged by issuance of 
a reset Signal Reset. 
In step S5, the “click button” Switches 58 are polled to 
determine if one has been Selected. One iteration of a Switch 
State debounce routine is executed and the information is 
noted for later transmission. 
In Step S6, the ChgX signal is removed So that the 
precharging circuit is effectively removed from the Sensing 
array. 
In step S7, controller 59 issues a signal ColxA to connect 
Sector A of the Vertical Strings of electrode pads of the 
Sensing array to the input of mixer 63. 
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In Step S8, the controller issues an Enable Signal that arms 
phase counter 61 to enable the counter to begin counting. 
In step S9, the “click button” Switches are again polled. 
In step S10, after enabled phase counter 61 receives the 
next rising edge of phase reference Signal Pref, it begins 
counting and controller 59 disarms the phase counter from 
restarting by removing the Enable Signal. Removing the 
Enable Signal avoids any false triggering or restarting of the 
phase counter. 
In step S11, the “click button” Switches are once again 
polled. 
In step S12, the controller reads the 8-bit phase count 
Phcnt for sector A from phase counter 61. 
In step S13, controller 59 compares the read phase count 
with the phase count for Sector A from the previous mea 
Surement and calculates AXa which indicates the change in 
phase in Sector A Since the last measurement. 
In Step S14, the peak value of the Signal Lphsig output 
from amplifying filter 56 is Stored into A Sector Storage 
capacitor 65 of the track and hold circuit in Strong Sector 
detector 57, by issuance of a Sample request Signal SrqStA. 
In step S15, ColxA signal is removed so that the A sector 
is disconnected. 
In step S16, ColxB signal is issued so that sector B of the 
Vertical Strings of electrode pads of the array is connected to 
the input of mixer 63. 
In Step S 17, clear Signal Clr is issued to reset phase 
counter 61 to Zero and the Enable Signal is issued to rearm 
the phase counter 61 to enable the counter to respond to a 
Subsequent command to begin counting. 
In step S18, the “click button” switches are polled. 
In step S19, after enabled phase counter 61 receives the 
next rising edge of phase reference Signal Pref it begins 
counting, and controller 59 disarms phase counter 61 from 
restarting by removing the Enable Signal. 
In step S20, controller 59 polls the “click button” 
Switches. 
In step S21, the 8-bit phase count Phcnt for the B sector 
is read in by controller 59. 
In step S22, controller 59 compares the phase count for 
sector B with the phase count for that sector from the 
previous measurement and calculates AXb indicating the 
change in phase in that Sector Since the last measurement. 
In Step S23, the peak value of the Signal Lphsig output 
from amplifying filter 56 is stored into B sector storage 
capacitor 66 of the track and hold circuit in Strong Sector 
detector 57 by issuance of a Sample request Signal SrqstB. 
In step 24, controller 59 reads the signal Ssect from strong 
sector detector 57. Ssect indicates which sector (A or B) of 
the vertical Strings of electrode pads has the Stronger Signal. 
In step S25, the B sector is disconnected by removal of the 
ColxB signal. 
In Step S26, clear Signal Clr is issued to reset phase 
counter 61 to zero. In step S27, the A sector and B sector 
storage capacitors 65 and 66 in strong sector detector 57 are 
discharged by issuance of reset signal Reset. The measure 
ment proceSS for Sensitivity in the vertical direction is now 
complete. 
The process is then repeated for Sensitivity in the hori 
Zontal direction by issuance of the proper Signals for 
enabling the four phase excitation Signals onto the vertical 
Strings of electrode pads, precharging the horizontal Strings 
of electrode pads and reading the collected Signals from the 
A and B Sectors of the horizontal Strings of electrode pads. 
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After the measurement process for Sensitivity in the 
horizontal direction is complete, controller 59 determines 
valid sectors for both the horizontal and vertical directions 
based on the Strong Sector Signals Ssect read by the con 
troller. The controller then compares the information read 
from the valid sectors, with previous information from the 
corresponding Sectors, and determines relative motion of the 
track ball in the horizontal and vertical directions (i.e., AX 
and AY). Cursor command information and "click button” 
status information are then formatted by the controller based 
on this information and prepared for transmission. 
Of course, it will be appreciated that the present invention 
is useful not only for a track ball unit, but would also be 
useful for a mouse, joy Stick or any other device that must 
provide information indicating relative motion in a two 
dimensional plane. 
For example, a conventional Style mouse with no moving 
parts except for the mouse body itself can be realized by 
affixing a planar version of the Sensing array of FIG. 6 to the 
under side of the mouse body 111 as indicated in FIG. 11, 
and sliding it over a stationary pad 110 which bears transfer 
electrode spots 21 similar to those on the ball of FIG.2a and 
which are arranged in a hexagonally packed array, as shown 
in FIG. 11. In the alternative, the transfer electrodes could be 
placed on the mouse body 111 and the Sensing array could 
be placed on the stationary pad 110. 
Similarly, while we have described a particularly simple 
implementation using a Symmetric array of electrodes on the 
ball, and a minimal array of Sensors in the Socket, more 
complex arrangements will work as well. For example, the 
ball could be arbitrarily patterned with electrodes in the 
shape of the earth's continents. If the Sensor electrodes were 
Sufficiently dense and numerous to constitute a capacitive 
“camera', then the motion of the ball can be calculated by 
comparing the relative motion of two consecutive "Snap 
shots” of the ball's electrode pattern. 
In addition, the present invention can be used as a finger 
mouse in which the Sensing array is placed on a Stationary 
pad and a user's finger, which acts as a transfer electrode, is 
moved over the array and transferS the Signals from the 
driving electrodes to the collecting electrodes. 
It will be appreciated that the foregoing description and 
drawings are only intended to be illustrative of the present 
invention. Variations, changes, Substitutions and modifica 
tions of the present invention may occur to those skilled in 
the art without departing from the Spirit and Scope of the 
present invention. Accordingly, it is intended that the present 
invention be limited only by the Scope of the appended 
claims. 
What is claimed is: 
1. A track ball device, comprising: 
a ball having a pattern of first electrodes, and 
Socket into which the ball sits, the Socket having a first 
group of electrodes interSecting a Second group of 
electrodes, 
wherein a relationship between the pattern of first elec 
trodes and the first and Second group of electrodes is 
Such as to enable direction of ball rotation to be sensed 
by electrostatic transfer of Signals between ones of the 
first and Second group of electrodes via at least one of 
the pattern of first electrodes when the ball rotates in the 
Socket. 
2. A track ball device according to claim 1, wherein the 
Second electrodes comprise a plurality of Strings of elec 
trodes. 
3. A track ball device according to claim 2, wherein each 
String of electrodes comprises a plurality of interconnected 
electrode pads. 
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4. A track ball device according to claim 1, wherein the 
first electrodes comprise a plurality of circular electrodes. 
5. A track ball device according to claim 4, wherein a 
density of edges of the circular electrodes are graded. 
6. A track ball device according to claim 1, wherein the 
first electrodes comprise a plurality of pentagonal Star 
shaped electrodes. 
7. A track ball device according to claim 6, wherein a 
density of edges of the pentagonal Star shaped electrodes are 
graded. 
8. A track ball device according to claim 2, wherein the 
plurality of Strings of electrodes comprise two interstitially 
arranged groups of electrodes. 
9. A track ball device according to claim 8, wherein each 
group of electrodes is Selectively operable alternatively as 
driving electrodes and as collecting electrodes. 
10. A track ball device according to claim 9, wherein at 
least two Strings of electrodes of a group of electrodes 
operating as collecting electrodes are interconnected to form 
a Sector, and wherein at least two Sectors are provided. 
11. A track ball device according to claim 10, further 
comprising a signal generator for generating a plurality of 
different phase signals, each of the plurality of different 
phase signals being applied to a respective one of the Strings 
of electrodes operating as driving electrodes. 
12. A track ball device according to claim 11, wherein the 
different phase Signals generated by the Signal generator 
comprise an even number of equally Spaced phase Signals. 
13. A track ball device according to claim 1, wherein the 
patterns of the first and Second electrodes are arranged So 
that the Second electrodes can Sense change in the position 
of the first electrodes as the ball is rotated, such combination 
of first and Second electrodes being Sufficient to uniquely 
determine the orientation of the ball. 
14. A track ball device comprising: 
a ball having a pattern of first electrodes, 
a socket into which the ball rotatable sits, the Socket 
having a pattern of Second electrodes comprising a 
plurality of Strings of electrodes including two inter 
Stitially arranged groups of electrodes; 
each group of electrodes being Selectively operable alter 
natively as driving electrodes and as collecting elec 
trodes; 
wherein at least two Strings of electrodes of a group of 
electrodes operating as collecting electrodes are inter 
connected to form a Sector, and wherein at least two 
Sectors are provided; 
a signal generator for generating a plurality of different 
phase Signals, each of the plurality of different phase 
Signals being applied to a respective one of the Strings 
of electrodes operating as driving electrodes, wherein 
the different phase Signals generated by the Signal 
generator comprise an even number of equally Spaced 
phase Signals, 
wherein a product of the number of equally Spaced phase 
Signals and a phase difference between the equally 
Spaced phase signals is 360, to provide phase closure. 
15. A track ball device according to claim 14, further 
comprising collecting means for collecting a phase infor 
mation signal from each Sector of the group of electrodes 
operating as collecting electrodes, the phase information 
Signal being coupled from the electrodes operating as driv 
ing electrodes to the electrodes operating as collecting 
electrodes by the conductive elements provided on the ball. 
16. A track ball device according to claim 15, wherein the 
collecting means comprises a finite modulus counter for 
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measuring a phase difference between a phase reference 
Signal and the collected phase information Signal, wherein a 
count modulus of the counter equals a ratio of a frequency 
of a clock being counted and a frequency of the phase 
reference Signal which gates the counter, the phase closure 
and the Specific count modulus providing range extension 
beyond that of a finite Sensing array. 
17. A track ball device according to claim 16, wherein the 
count modulus is an integral power of two. 
18. A track ball device according to claim 15, wherein the 
collecting means further comprises a mixer for frequency 
down-converting the collected phase information Signal 
using first and Second local oscillator Signals, the Second 
local oscillator signal being time shifted 180 from the first 
local oscillator Signal, the mixer effectively Suppressing 
even harmonics. 
19. A track ball device according to claim 18 wherein the 
mixer comprises a doubly balanced mixer. 
20. A track ball device according to claim 18, wherein the 
mixer comprises a four quadrant Gilbert multiplier. 
21. A Sensing array System having two axes of Sensitivity 
for determining relative motion in each of the two axes, the 
System comprising: 
a first Substrate having a plurality of interstitially arranged 
electrodes provided thereon, including a first group of 
electrodes interSecting a Second group of electrodes, 
and 
a Second Substrate having at least a first transfer electrode 
and a Second transfer electrode provided thereon, 
wherein the first and Second Substrates are configured to 
move relative to each other for the first transfer elec 
trode to engage at least one of the plurality of interSti 
tially arranged electrodes and for the Second transfer 
electrode to engage at least another of the plurality of 
interstitially arranged electrodes. 
22. A Sensing array System according to claim 21, wherein 
the plurality of interstitially arranged electrodes Selectively 
operate alternatively as driving electrodes for providing a 
plurality of Signals to the Sensing array and as collecting 
electrodes for collecting Signals capacitively transferred 
from the driving electrodes by the at least one transfer 
electrode. 
23. A Sensing array System according to claim 21, wherein 
interstitially arranged electrodes are provided in a grounded 
Shielding mesh. 
24. A Sensing array System according to claim 21, wherein 
the first group of electrodes are oriented in a first direction 
and the Second group of electrodes are oriented in a Second 
direction generally perpendicular to the first direction. 
25. A Sensing array System according to claim 21, wherein 
each group of electrodes is further divided into two Sectors. 
26. A Sensing array System according to claim 21, wherein 
the at least one transfer electrode has a circular spot shape. 
27. A Sensing array System according to claim 26, wherein 
a density of edges of the circular Spot shaped transfer 
electrode is graded. 
28. A Sensing array System according to claim 21, wherein 
the Second Substrate comprises a sphere. 
29. A Sensing array System according to claim 28, wherein 
a plurality of transfer electrodes are provided and wherein 
placement of the transfer electrodes has polyhedral Symme 
try. 
30. A Sensing array System according to claim 29, wherein 
the plurality of transfer electrodes are galvanically isolated 
from each other. 
31. A Sensing array System according to claim 21, wherein 
the first Substrate includes a hemispherical hollow portion. 
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32. A Sensing array System according to claim 21, wherein 
the plurality of interstitially arranged electrodes are further 
arranged into Strings of electrodes comprising a plurality of 
interconnected electrode pads. 
33. A Sensing array System according to claim 32, wherein 
four Strings of electrodes are provided in a first direction and 
four Strings of electrodes are provided in a direction inter 
Secting the first direction to form an interstitially arranged 
matrix. 
34. A Sensing array System according to claim 33, wherein 
the interstitially arranged matrix of electrodes is provided in 
a grounded Shielding mesh. 
35. A Sensing array System according to claim 21, wherein 
the System comprises a track ball device. 
36. A Sensing array System according to claim 21, wherein 
the System comprises a joy Stick device. 
37. A Sensing array System according to claim 21, wherein 
the System comprises a mouse device. 
38. A Sensing array System according to claim 37, wherein 
the first Substrate comprises a mouse body and the Second 
Substrate comprises a pad on which the mouse body moves 
relative to. 
39. A Sensing array System according to claim 21, wherein 
the System comprises a finger mouse and wherein the Second 
Substrate comprises a user's finger. 
40. A Sensing array System having two axes of Sensitivity 
for determining relative motion, the System comprising: 
a first Substrate having a plurality of interstitially arranged 
electrodes provided thereon, and 
a Second Substrate having at least one transfer electrode 
provided thereon, the first and Second Substrates being 
movable relative to each other; 
wherein: 
the plurality of interstitially arranged electrodes Selec 
tively operate alternatively as driving electrodes for 
providing a plurality of Signals to the Sensing array 
and as collecting electrodes for collecting Signals 
capacitively transferred from the driving electrodes 
by the at least one transfer electrode, 
the System further comprising a signal generator for 
generating the plurality of Signals that are provided 
by the driving electrodes to the Sensing array, the 
Signal generator generating a number of different 
phase Signals of a Same frequency; 
the phases of the different phase signals generated by 
the Signal generator are equally Spaced; 
the different phase Signals generated by the Signal 
generator comprise an even number of equally 
Spaced phase Signals, and 
a product of the number of equally spaced phase signals 
and a phase difference between the equally Spaced 
phase signals is 360, to provide phase closure. 
41. A Sensing array System according to claim 40, further 
comprising collecting means for collecting a phase infor 
mation signal from the group of electrodes operating as 
collecting electrodes, the phase information Signal being 
coupled from the electrodes operating as driving electrodes 
on the first Substrate to the electrodes operating as collecting 
electrodes also on the first Substrate by the at least one 
transfer electrode provided on the Second Substrate. 
42. A Sensing array System according to claim 41, wherein 
the collecting means comprises a finite modulus counter for 
measuring a phase difference between a reference Signal and 
the collected information signal, wherein a count modulus of 
the counter equals a ratio of a frequency of a clock being 
counted and a frequency of the phase reference Signal which 
gates the counter, the phase closure and the Specific count 
modulus providing range extension beyond that of a finite 
Sensing array. 
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43. A Sensing array System according to claim 42, wherein 
the count modulus is an integral power of two. 
44. A Sensing array System according to claim 41, wherein 
the collecting means comprises a mixer for frequency down 
converting the collected phase information signal using first 
and Second local oscillator Signals, the Second local oscil 
lator signal being time shifted 180 from the first local 
oscillator Signal, the mixer effectively Suppressing even 
harmonics. 
45. A Sensing array System comprising: 
a first Substrate having a plurality of electrodes, 
a Second Substrate having a plurality of transfer elec 
trodes; 
a mixer for converting a frequency of a signal capacitively 
transferred between a first one of the plurality of 
electrodes of the first Substrate to a second one of the 
plurality of electrodes of the first Substrate by the 
transfer electrodes of the Second Substrate, the mixer 
multiplying the transferred signal using a pair of com 
plimentary local oscillator Signals for Suppressing even 
harmonics in the transferred signal. 
46. A direction Sensing mouse comprising: 
a mouse body having a planar Surface including a plural 
ity of excite and Sense electrodes arranged in a grid-like 
pattern; 
a pad including a planar Surface on which the mouse body 
is moved relative to, the planar Surface of the pad 
including a plurality of transfer electrodes for transfer 
ring Signals from the plurality of excite electrodes to 
the plurality of Sense electrodes of the mouse body; 
wherein the plurality of excite and Sense electrodes are 
arranged relative to the transfer electrodes So as to 
enable movement of said mouse body relative to the 
pad to be Sensed in two generally orthogonal directions. 
47. The sensing mouse of claim 46, wherein the excite 
electrodes are generally oriented in a first direction and the 
Sense electrodes are generally oriented in a Second direction 
perpendicular to the first direction, So as to enable movement 
of the mouse body relative to the pad to be sensed in both 
the first and Second directions. 
48. The sensing mouse of claim 46, wherein the excite 
electrodes comprise a first String of electrodes and the Sense 
electrodes comprise a Second String of electrodes interSect 
ing and generally perpendicular to the first String of elec 
trodes. 
49. A track ball device, comprising: 
a ball having a pattern of transfer electrodes, and 
a Socket into which the ball sits, the Socket having a 
plurality of electrodes including Strings of first elec 
trodes interSecting Strings of Second electrodes. 
50. The track ball device of claim 49, wherein a relation 
ship between the pattern of transfer electrodes and first and 
Second electrodes is Such as to enable ball rotation to be 
Sensed in both first and Second generally orthogonal direc 
tions by electroStatic transfer of Signals between electrodes 
of the Strings of first electrodes to electrodes of the Strings 
of Second electrodes via at least one of the transfer elec 
trodes when the ball rotates in the Socket. 
51. The track ball device of claim 49, further including 
circuitry for operating ones of the first electrodes as driving 
electrodes while ones of the Second electrodes operate as 
collecting electrodes, and circuitry for operating ones of the 
Second electrodes as driving electrodes while ones of the 
first electrodes operate as collecting electrodes, to thereby 
enable ball rotation to be sensed in both first and second 
generally orthogonal directions. 
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52. The track ball device of claim 49 wherein each string 
of electrodes comprises a plurality of interconnected elec 
trode pads. 
53. The track ball device of claim 49 wherein the strings 
of first electrodes are oriented in a first direction and the 
Strings of Second electrodes are oriented in a Second direc 
tion generally perpendicular to the first direction. 
54. A Sensing array System having two axes of Sensitivity 
for determining relative motion in each of the two axes, the 
System comprising: 
a first Substrate having a plurality of interstitially arranged 
electrodes provided thereon, including a first group of 
electrodes interSecting a Second group of electrodes, 
and 
a Second Substrate having at least one transfer electrode 
provided thereon, 
wherein the first and Second Substrates are movable 
relative to each other and the plurality of interstitially 
arranged electrodes Selectively operate alternatively as 
driving electrodes for providing a plurality of Signals to 
the Sensing array and as collecting electrodes for col 
lecting Signals capacitively transferred from the driving 
electrodes by the at least one transfer electrode, the 
System further comprising: 
a signal generator for generating the plurality of Signals 
that are provided by the driving electrodes to the 
Sensing array, the Signal generator generating a num 
ber of different phase Signals of a Same frequency. 
55. A Sensing array System according to claim 54, wherein 
the phases of the different phase Signals generated by the 
Signal generator are equally Spaced. 
56. A Sensing array System according to claim 55, wherein 
the different phase signals generated by the Signal generator 
comprise an even number of equally spaced phase signals. 
57. A Sensing array System having two axes of Sensitivity 
for determining relative motion in each of the two axes, the 
System comprising: 
a first Substrate including a hemispherical hollow portion 
having a plurality of interstitially arranged electrodes 
provided thereon, including a first group of electrodes 
interSecting a Second group of electrodes, and 
a Second Substrate having at least one transfer electrode 
provided thereon, wherein the first and Second Sub 
Strates are movable relative to each other. 
58. A Sensing array System according to claim 57, wherein 
the interstitially arranged electrodes are provided in a 
grounded shielding mesh. 
59. A Sensing array System having two axes of Sensitivity 
for determining relative motion in each of the two axes, the 
System comprising: 
a track ball device comprising: 
a first Substrate comprising a Socket having a plurality 
of interstitially arranged electrodes provided 
thereon, including a first group of electrodes inter 
Secting a Second group of electrodes, and 
a Second Substrate comprising a ball having at least one 
transfer electrode provided thereon, Said ball being 
configured to rotatably sit within Said Socket, 
wherein the first and Second Substrates are movable 
relative to each other. 
60. A Sensing array System according to claim 59, wherein 
Said at least one transfer electrode comprises a first plurality 
of electrodes arranged in a first pattern on Said ball, and Said 
plurality of interstitially arranged electrodes comprise a 
Second plurality of electrodes arranged in a Second pattern 
on Said Socket. 
